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1 INTRODUCTION 

 

The Wambo Coal Mine is an open cut and underground coal mining operation located approximately 

15 kilometres (km) west of Singleton, near the village of Warkworth, New South Wales (NSW) 

(Figure 1). The Wambo Coal Mine is owned and operated by Wambo Coal Pty Limited (WCPL), a 

subsidiary of Peabody Energy Australia Pty Limited. 

 

The potential environmental impacts of the existing Wambo Coal Mine were assessed in the Wambo 

Development Project Environmental Impact Statement (the Wambo Development Project EIS) 

(WCPL, 2003). Development Consent DA 305-7-2003 for the Wambo Coal Mine was granted on 

4 February 2004 by the then NSW Minister for Urban Affairs and Planning under Part 4 of the NSW 

Environmental Planning and Assessment Act, 1979. 

 

The South Bates Extension Underground Mine is a component of the approved Wambo Coal Mine. An 

application to modify the Development Consent (DA 305-7-2003 MOD 19) to allow for the optimisation 

and continued operations of the South Bates Extension Underground Mine through the reorientation of 

Longwalls 24 and 25, and the addition of Longwall 26 (WCPL, 2022) was approved on 25 January 2023. 

The application was accompanied by the Longwall 24 to 26 Modification (Modification 19) Modification 

Report (WCPL 2022). 

 

The South Bates Extension Underground Mine commenced in Longwall 17 in December 2018 and 

involves extraction of coal by longwall mining methods from the Whybrow Seam within 

Coal Lease (CL) 397, Mining Lease (ML) 1594, ML 1572, ML 1806 and ML 1873 (Figure 2). 

 

1.1 PURPOSE AND SCOPE 

 

Purpose:  This Land Management Plan (LMP) for Longwalls 24 to 26 outlines the management of 

potential environmental consequences of the proposed secondary workings described in 

the Extraction Plan on land in general (including cliffs), with a specific focus on cliffs, minor 

cliffs, rock face features, steep slopes and agricultural enterprises.  

Scope:  This LMP covers land in general within the Longwalls 24 to 26 Application Area and cliffs 

in the vicinity of the Longwalls 24 to 26 Application Area (Figure 2). 

 

This LMP has been prepared in accordance with Condition B7(f) of Schedule 2 of the Development 

Consent (DA 305-7-2003) as a component of the South Bates Extension Underground Mine 

Longwalls 24 to 26 Extraction Plan.  

 

Management plan requirements applicable to the preparation of this LMP, and where each of these 

requirements is addressed within this LMP, are summarised in Table 1.  

 

This LMP has been prepared by WCPL with assistance from Resource Strategies. The appointment of 

the team of suitably qualified and experienced experts (which includes representatives from WCPL, 

Mine Subsidence Engineering Consultants [MSEC] and Resource Strategies) has been endorsed by 

the Secretary of the NSW Department of Planning and Environment (DPE). 

 

The Longwalls 24 to 26 Application Area is located wholly within WCPL-owned land (Figure 2). No 

privately held land or public roads are located within the Longwalls 24 to 26 Application Area and 

therefore this LMP applies to WCPL-owned land only. 
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Table 1 
Land Management Plan Requirements 

 

Development Consent (DA 305-7-2003) Condition LMP Section 

Condition B7 of Schedule 2 

B7. The Applicant must prepare an Extraction Plan for all second 
workings on the site to the satisfaction of the Planning 
Secretary. Each Extraction Plan must: 

… 

- 

(c)  provide updated predictions of the potential subsidence 
effects, subsidence impacts and environmental 
consequences of the proposed mining covered by the 
Extraction Plan, incorporating any relevant information 
obtained since this consent; 

Addressed in Section 3. 

(d) describe in detail the performance criteria to be 
implemented to ensure compliance with the performance 
measures in Table 1 and Table 2, and manage or 
remediate any impacts and/or environmental 
consequences to meet the rehabilitation objectives in 
condition B104, including:  

Addressed in Table 2 and Section 5. 

(i)  a trigger action response plan to identify risks and 
specific follow up actions to avoid exceedances of the 
performance measures; and  

Addressed in Attachment 1. 

(ii)  a contingency plan that expressly provides for 
adaptive management where monitoring indicates 
that there has been an exceedance of the 
performance measures, or where any such 
exceedance appears likely; 

Addressed in Section 7. 

(f) include a: 

... 

(iii)  Land Management Plan, which has been prepared 
in consultation with any affected public authorities, 
which provides for the management of potential 
impacts and/or environmental consequences of the 
proposed second workings on land in general, with a 
specific focus on cliffs, minor cliffs, rock face features, 
steep slopes and agricultural enterprises; 

... 

Management of potential impacts 
and/or environmental consequences 
on water are addressed in Section 5. 

Performance measures and 
performance indicators relevant to 
water are presented in Section 2 and 
Section 6 respectively. 

 

1.2 STRUCTURE OF THE LAND MANAGEMENT PLAN 

 
This LMP forms part of WCPL’s Environmental Management System for the Wambo Coal Mine. The 

relationship of this LMP to the Wambo Coal Mine Environmental Management System is shown on 

Figure 3. 

 

Following approval of the United Wambo Joint Venture Project (Modification 16) in August 2019, the 

NSW Department of Planning, Industry and Environment (DPIE) (now DPE) issued a revised 

Development Consent (DA 305-7-2003) for the Wambo Coal Mine. In accordance with 

Condition B66 (d) (iii), Schedule 2 of DA 305-7-2003, WCPL has prepared an Erosion and Sediment 

Control Plan (ESCP). This LMP references components of the existing ESCP (Version 4) approved on 

17 January 2022. The ESCP is included as Attachment 2. 
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Table 2 
Erosion and Sediment Control Plan – Reference Summary 

 

LMP Component ESCP Reference Section Description 

Management 
Measures 

Section 4.2.1 – Principles Describes the principles for erosion and sediment 
control at the Wambo Coal Mine. 

Section 5.2.2 – Erosion & 
Sediment Control 
Implementation Plan 

Outlines the process for planning and implementing 
erosion and sediment control strategies at the Wambo 
Coal Mine as part of the Surface Disturbance Permit 
process. 

Section 4.2.2 – Design 
Guidelines 

Describes the design guidelines for existing/future 
erosion and sediment control structures at the Wambo 
Coal Mine. 

Section 4.2.2.4 – 
Sediment Fences 

Describes requirements and design principles for 
sediment fences (temporary devices constructed to 
reduce sediment transportation by intercepting sheet 
flows). Where subsidence cracking occurs on sloped 
areas, sediment fences may be installed.  

Section 4.2.2.3 – Check 
Dams 

Describes requirements and design principles for check 
dams (formed by creating small weir structures in an 
open channel at regular intervals). Where subsidence 
cracking occurs on sloped areas, check dams may be 
installed. 

Section 5.3 – Subsidence 
Management 

Outlines the erosion control measures that may be 
required to address destabilised areas and surface 
cracking as a result of subsidence.  

Monitoring  Section 6 – Inspections, 
Monitoring and 
Maintenance 

Describes the inspection, maintenance and monitoring 
of erosion and sediment controls at the Wambo Coal 
Mine. 

Responsibilities1 Section 10 – 
Responsibilities  

Summarises the ESCP responsibilities and timing of 
ESCP tasks. 

1 Not a specific requirement of this LMP under Condition B7(f) of Schedule 2 of the Development Consent (DA 305-7-2003). 

 
An overview of the main text sections and attachments of this LMP is presented below: 

 

Section 1 Provides an introduction to the LMP, including the purpose and scope of the LMP and 

the context of the LMP in relation to WCPL’s Environmental Management System for 

the Wambo Coal Mine. 

Section 2 Discusses performance measures listed in the Development Consent (DA 305-7-2003). 

Section 3 Summarises the predicted subsidence impacts and environmental consequences 

resulting from the extraction of Longwalls 24 to 26. 

Section 4 Describes the monitoring program that will be implemented. 

Section 5 Describes the management measures that will be implemented. 

Section 6 Describes how monitoring data will be used to assess environmental consequences on 

land in general due to the extraction of Longwalls 24 to 26.  

Section 7 Provides a Contingency Plan to manage any unpredicted impacts and their 

consequences. 

Section 8 Summarises the roles and responsibilities of this LMP. 

Section 9 Lists the documents referred to in Sections 1 to 8 of this LMP. 

Attachment 1 Provides Trigger Action Response Plans (TARPs) for this LMP which are simple and 

transparent snapshots of the monitoring of environmental performance and, where 

required, the implementation of management and/or contingency measures. 

Attachment 2 Provides a copy of the existing ESCP.  
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2 PERFORMANCE MEASURES  
 
This LMP has been developed to manage the potential environmental consequences of the proposed 

secondary workings described in the Extraction Plan on land in general in accordance with 

Condition B7(f) of Schedule 2 of the Development Consent (DA 305-7-2003). 

 

In accordance with Conditions B1 and B4 of Schedule 2 of the Development Consent (DA 305-7-2003), 

WCPL must ensure that underground mining operations comply with the subsidence impact 

performance measures listed in Tables 1 and 2 of Schedule 2 of the Development Consent 

(DA 305-7-2003).  

 

The performance measure specified in Table 1 of Schedule 2 of the Development Consent 

(DA 305-7-2003) relevant to land is listed in Table 3.  

 

Table 3 
Land Performance Measures 

 

Feature Subsidence Impact Performance Measure 

Low level cliffs within the 
South Bates Extension Area 

Minor environmental consequences (that is occasional rockfalls, displacement 
or dislodgement of boulders or slabs, or fracturing that in total do not impact 
more than 5% of the total face area of such features). 

Source:  Table 1 of Schedule 2 of the Development Consent (DA 305-7-2003). 

 

The performance measure specified in Table 1 of Schedule 2 of the Development Consent 

(DA 305-7-2003) relating to the Wollemi National Park and associated escarpment is addressed in the 

Biodiversity Management Plan. 

 

Section 6 provides a summary of the analysis that will be undertaken to assess the impact of 

Longwalls 24 to 26 against the performance measure. 
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3 PREDICTED SUBSIDENCE IMPACTS AND ENVIRONMENTAL 
CONSEQUENCES  

 

3.1 LAND USE 
 
The Wambo Coal Mine is located in the Upper Hunter Valley region where landforms are characterised 

by gently sloping floodplains associated with the Hunter River and the undulating foothills, ridges and 

escarpments of the Mount Royal Range and Great Dividing Range. 

 

Land use in the vicinity of the Wambo Coal Mine is characterised by a combination of coal mining 

operations, agricultural land uses and the village of Warkworth. WCPL owned lands that are not subject 

to mining operations are utilised for the agistment of stock (WCPL, 2003). 

 

The Longwalls 24 to 26 Application Area is wholly located on WCPL-owned land and land uses include 

the North Wambo Creek, Waterfall Creek and, occasionally, the agistment of stock.  

 

Steep slopes associated with the Wollemi Escarpment are located outside the Longwalls 24 to 26 

Application Area. The bases of these slopes are located 200 m west of Longwall 24a and 200 m 

north-west of Longwall 25 and Longwall 26 (MSEC, 2024). 

 

There are no cliffs identified above or adjacent to Longwalls 24 to 26. The cliffs closest to Longwalls 24 

to 26 are associated with the Wollemi National Park escarpment located 760 metres (m) west of 

Longwall 26 (WCPL, 2022).  

 

A detailed description of potential impacts on surface water resources including the North Wambo 

Creek, Waterfall Creek and the relevant mitigation and management measures is provided in the Water 

Management Plan (WMP for Longwalls 24 to 26). 

 

Potential impacts on agricultural activities within the Longwalls 24 to 26 Application Area include: 

 

 possible injury to persons undertaking agricultural activities; 

 possible injury to livestock caused by surface cracking; and 

 loss of integrity of stock fences. 

 

In regard to the potential impacts of subsidence on the land surface, Section 4.2.2 of the Wambo 

Development Project EIS (WCPL, 2003) stated: 

 
Subsidence may result in surface cracking, increased erosion potential and the potential for ponding in areas 

where isolated depressions form. These impacts have been observed to occur in the existing underground 

mining areas at the Wambo Coal Mine. Where subsidence occurs within, or adjacent to, an existing 

flood plain it may result in an increase in the depth and duration of inundation during flood events.  
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In relation to subsidence induced surface cracking, Section 4.7 of the Longwalls 24 to 26 Modification 

Subsidence Assessment (MSEC, 2022) stated:  

 
Faults and joints in bedrock develop during the formation of the strata and from subsequent destressing 

associated with movement of the strata. Longwall mining can result in additional fracturing in the bedrock, 

which tends to occur in the tensile zones, but fractures can also occur due to buckling of the surface beds in 

the compressive zones. The incidence of visible cracking at the surface is dependent on the pre-existing 

jointing patterns in the bedrock as well as the thickness and inherent plasticity of the soils that overlie the 

bedrock. 

 

Surface deformations can also develop as the result of increased horizontal movements in the downslope 

direction where longwalls are extracted beneath steep slopes. In these cases, these downslope movements 

can result in the development of tension cracks at the tops and on the sides of the steep slopes and 

compression ridges at the bottoms of the steep slopes. 

 

In relation to subsidence induced ponding, the Longwalls 24 to 26 Modification Subsidence Assessment 

(MSEC, 2022) stated: 

 
Mining can result in increased levels of ponding in locations where the mining-induced tilts oppose and are 

greater than the natural gradients that exist before mining. Mining can also potentially result in an increased 

likelihood of scouring of the banks in the locations where the mining-induced tilts considerably increase the 

natural gradients that exist before mining.  

 
… The actual extents and depths of the ponding areas are also dependent on several other factors, 

including rainfall, catchment sizes, surface water runoff, infiltration and evaporation and, therefore, are 

expected to be smaller than the topographical depressions. 

 

... There are no predicted topographical depressions (i.e. areas of increased ponding) away from the 

finishing ends of the longwalls based on the Modified Layout apart from the isolated locations along the 

drainage lines. It is not considered, therefore, that the land across the Study Area is naturally susceptible to 

flooding or inundation. 

 

Potential subsidence impacts to the land in general are predicted by MSEC (2022) to include surface 

cracking, erosion, changes in stream bed gradients, flow paths and ponding. 

 

The extent and severity of mining-induced surface cracking is dependent on a number of factors, 

including depth of cover (MSEC, 2022). The most extensive surface cracking as a result of the extraction 

of Longwalls 24 to 26 is therefore expected to occur in the eastern sections, where the depths of cover 

are shallowest. 

 

Surface cracking above the previously extracted Longwalls 11 to 13 at the South Bates (Whybrow 

Seam) Underground Mine and Longwall 17 to 20 at the South Bates Extension (Whybrow) Underground 

Mine typically varied between 25 millimetres (mm) to 50 mm, with localised crack widths up to 400 mm 

(MSEC, 2022).  

 
Longwall mining is expected to cause an increase in ponding along North Wambo Creek and the 

ephemeral drainage lines (MSEC, 2022). Potential ponding is dependent on a number of factors, 

including rainfall, catchment sizes, surface water runoff, permeation and evaporation and, therefore, the 

actual extents and depths of ponding are expected to be smaller than the topographical depressions. 

The maximum depth of topographical depressions in the extent of subsidence from Longwalls 24 to 26 

is expected to be approximately 1.5 m and is expected to coincide with the North Wambo Creek 

(MSEC, 2022). 

 
A detailed description of potential impacts of ponding along North Wambo Creek and other drainage 

lines, and the relevant mitigation and management measures is provided in the WMP for Longwalls 24 

to 26. 

  



Land Management Plan – South Bates Extension Underground Mine Longwalls 24-26 

 

 

LMP LW24-26 Rev B November 2024 Page 10 

 

3.2 LAND CAPABILITY 

 

The Land and Soil Capability system (NSW Office of Environment and Heritage [OEH], 2012) is used 

to give an indication of the land management practices that can be applied to a parcel of agricultural 

land. The regional Land and Soil Capability mapping prepared by the OEH (2012) maps the majority of 

the South Bates Extension Underground Mine Area as Class 4 and a small portion as Class 7 in the 

south near the escarpment. 

 

Class 4 land is moderate capability land with limitations for high impact land uses such as cropping, high 

intensity grazing and horticulture. Class 7 land has very low capability and is generally incapable of 

agricultural land use. 

 

Potential impacts on soils would primarily relate to surface cracking, slope instability, ponding and 

changes in stream alignment, and subsidence related impacts (WCPL, 2022). 

 

3.3 SURFACE WATER 

 

The Wambo Coal Mine is situated adjacent to Wollombi Brook, south-west of its confluence with the 

Hunter River. The majority of land within WCPL mining tenements drains via Wambo Creek (also known 

as South Wambo Creek), Stony Creek, North Wambo Creek and Redbank Creek to Wollombi Brook, 

while Waterfall Creek drains directly to the Hunter River. 

 
Subsidence resulting from the extraction of Longwalls 24 to 26 has the potential to impact on surface 

water resources. A detailed description of potential impacts on surface water resources and the relevant 

mitigation and management measures is provided in the WMP for Longwalls 24 to 26.  

 

3.4 CLIFFS AND WOLLEMI NATIONAL PARK ESCARPMENT 

 

The definitions of cliffs and minor cliffs used in this LMP, as defined by the NSW DPE Standard and 

Model Conditions for Underground Mining (Department of Planning and Infrastructure [now DPE], 2012), 

are: 

 

Cliff: A continuous rock face, including overhangs, having a minimum length of 20 metres, 

a minimum height of 10 metres and a minimum slope of 2 to 1 (>63.4 degrees). 

Minor Cliff: A continuous rock face, including overhangs, having a minimum length of 20 metres, 

heights between 5 metres and 10 metres and a minimum slope of 2 to 1 (>63.4 

degrees); or a rock face having a maximum length of 20 metres and a minimum 

height of 10 metres. 

 

3.4.1 Background 

 

MSEC (2022) identified cliffs using Light Detection and Ranging (LiDAR) and separated them into three 

categories:  

 

 Cliffs associated with the Wollemi National Park escarpment. These are the higher level cliffs 

located along the boundary of the Wollemi National Park to the south-west of the longwalls. These 

higher level cliffs outcrop at one or two horizons each having overall heights ranging between 10 m 

and 40 m. The cliff lines are discontinuous and are separated with sections of minor cliffs and rock 

outcrops. 
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 Intermediate level cliffs. These cliffs are located partway down the steep slopes beneath the 

Wollemi National Park escarpment to the south-west of the longwalls, but are not considered part 

of the escarpment. The intermediate level cliffs have heights varying between 10 m and 20 m and 

continuous lengths up to approximately 50 m. 

 Low level cliffs. These cliffs are located near the bottom of the steep slopes above the 

south-western ends of Longwalls 20 and 21. The cliffs have heights varying between 10 m and 

15 m and continuous lengths up to approximately 50 m. These cliffs are discontinuous and are 

separated with sections of minor cliffs and rock outcrops. 

 

The Development Consent (DA 305-7-2003) provides the following definition for low level cliffs, “Low 

level cliffs as defined in the Subsidence Assessment (Appendix A) of the EA” (i.e. in the South Bates 

Extension Modification Environmental Assessment [WCPL, 2017]). This is consistent with the definition 

provided above. 

 

The locations of all cliffs in the vicinity of Longwalls 24 to 26 are shown in Figure 4 and photographs of 

the cliffs associated with the Wollemi National Park escarpment and low level cliffs are provided in 

Plates 1 and 2. 
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Plate 1 – Photograph of Cliffs to the South-west of South Bates Extension Underground Mine 

 

Plate 2 – Photograph of Low Level Cliffs Taken by an Unmanned Aerial Vehicle  

Low level cliffs 

Escarpment 
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3.4.2 Revised Assessment of Subsidence Effects and Impacts 

 

The cliffs associated with the Wollemi National Park escarpment, intermediate level cliffs and low level 

cliffs were considered in the Subsidence Assessment (MSEC, 2022) for the Modification 19 Modification 

Report (WCPL, 2022).  

 

In relation to cliffs associated with the Wollemi National Park escarpment and intermediate level cliffs, 

MSEC (2022) states: 

 

The Cliffs Associated with the Wollemi Escarpment and the Intermediate Level Cliffs are predicted to 

experience less than 20 mm vertical subsidence. While these cliffs could experience very low level vertical 

subsidence, they are not expected to experience measurable tilts, curvatures or strains.  

The higher level cliffs could experience far-field horizontal movements. There is no 3D ground monitoring 

data available at the North Wambo Underground Mine along the steep slopes beneath the Wollemi 

Escarpment. The predicted far-field horizontal movements, therefore, have been based on the 

observations at Dendrobium Mine, which has similar or shallower depths of cover and similar natural 

surface gradients. 

…  

It is not expected, therefore, that there would be adverse impacts on the Cliffs Associated with the Wollemi 

Escarpment or the Intermediate Level Cliffs due to the mining of the existing/approved WYLW22 and 

WYLW23 and the modified WYLW24 to WYLW26.  

 

The assessment and predictions made in the Longwalls 24 to 26 Modification Subsidence Assessment 

(MSEC, 2022) were reviewed in MSEC (2024), which concluded that: 

 

It is not expected, therefore, that there would be adverse impacts on the Cliffs Associated with the Wollemi 

Escarpment due to the mining of the proposed WYLW24A to WYLW26. 

 

A summary of the maximum subsidence effects predicted by MSEC (2024) for the identified cliffs is 

outlined in Table 4. 

 

Table 4 
Maximum Predicted Subsidence Effects for the Cliffs Resulting from the Extraction of 

Longwalls 24 to 26 
 

Location 
Maximum 

Predicted Total 
Subsidence (mm) 

Maximum 
Predicted Total Tilt 

(mm/m) 

Maximum 
Predicted Total 

Hogging Curvature 
(km-1) 

Maximum 
Predicted Total 

Sagging Curvature 
(km-1) 

Cliffs 
Associated with 
the Wollemi 
National Park 
Escarpment 

< 5 < 0.5 < 0.01 < 0.01 

Source: After MSEC (2024). 

mm/m – millimetres per metre. 

km-1 – per kilometre.  

 
The predicted subsidence effects for the cliffs outlined in Table 4 are consistent with the predictions in 

MSEC (2022). 
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Possible impacts on cliffs due to mine subsidence include: 

 

 local instability due to cracking, toppling failures and erosion; and 

 rock fall movements. 

 

MSEC (2024) assessed potential impacts on cliffs in the vicinity of Longwalls 24 to 26 based on case 

studies of mining in the vicinity of, or directly beneath, cliff having similar mine subsidence parameters 

(e.g. similar depths of cover, similar cliff sizes and proximities, etc.). It is not expected that there would 

be adverse impacts on the cliffs associated with the Wollemi National Park escarpment due to mining 

of Longwalls 24 to 26. 

 

The above predicted subsidence impacts are consistent with the predictions outlined by MSEC (2022). 

 

MSEC (2024) did not prepare predictions for the intermediate and low level cliffs located above and 

adjacent to the western ends of Longwalls 17 to 23, due to these cliffs being located significantly outside 

the Longwalls 24 to 26 Application Area.  

 

3.4.3 Assessment of Potential Environmental Consequences 

 
Potential environmental consequences due to the cliff instability or rock fall include: 
 

 Aesthetics. The aesthetics of the landscape could be temporarily altered by rock falls. Whilst these 

will typically occur due to pre-existing natural joints, they could result in the exposure of fresh rock 

face. However, over time, the exposed fresh rock face will weather and erode to a point where it 

blends with the remainder of the cliff face. 

 Impacts on stream water quality, flora and fauna or their habitats, and Aboriginal cultural heritage 

sites. These issues are described in detail and addressed in the WMP for Longwalls 24 to 26, the 

complex-wide Biodiversity Management Plan and the complex-wide Heritage Management Plan, 

respectively. 

 Public Safety. Potential risks to public safety are described in detail and addressed in the Public 

Safety Management Plan for Longwalls 24 to 26. 

 

3.5 STEEP SLOPES 
 
The definition of a steep slope used in this LMP as defined by the Standard and Model Conditions for 

Underground Mining (Department of Planning and Infrastructure [now DPE], 2012) is: 

 

Steep Slope: An area of land having a gradient between 1 in 3 (33% or 18.3 degrees) and 2 in 1 

(200% or 63.4 degrees). 

 

Steep slopes below the Wollemi Escarpment were identified by MSEC (2022) above the approved 

Longwalls 25 and 26 layout where a ridgeline extends across the northern end of the longwalls.  

 

Under the revised layout, the base of these slopes are located 200 m west of Longwall 24a and 200 m 
north-west of Longwalls 25 and 26.   
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3.5.1 Revised Assessment of Subsidence Effects and Impacts 
 

In relation to steep slopes, MSEC (2022) stated: 

 
The steep slopes are more likely to be impacted by curvature and ground strain, rather than tilt. The 

potential impacts would generally result from the movement of the natural surface in the downslope 

direction, resulting in tension cracks appearing at the tops and on the sides of the steep slopes and 

compression ridges forming at the bottoms of the steep slopes. 

 

A summary of the maximum subsidence effects predicted by MSEC (2024) for steep slopes is outlined 

in Table 5. 

 

Table 5 
Maximum Predicted Subsidence Effects for the Steep Slopes  

Resulting from the Extraction of Longwalls 24 to 26 

 

Location Layout 

Maximum 
Predicted Total 

Subsidence 
(mm) 

Maximum 
Predicted Total 

Tilt (mm/m) 

Maximum 
Predicted Total 

Hogging 
Curvature 

(km-1) 

Maximum 
Predicted Total 

Sagging 
Curvature 

(km-1) 

Steep Slopes 
below the 
Wollemi 
Escarpment 

Approved under 
Modification 19 

1950 40 2.0 2.0 

Revised layout <20 <0.5 <0.01 <0.01 

Source: After MSEC (2024). 

 

The predicted subsidence effects for the steep slopes below the Wollemi Escarpment based on the 
revised layout are less than the maximum predicted values based on the approved Modification 19 
layout (Table 5). This is because the steep slopes are located outside of the Longwalls 24 to 26 
Application Area. 
 
It is noted that isolated areas of steep slopes associated with banks of North Wambo Creek, and the 
drainage lines are located across the mining area. Surface cracking could develop in the locations of 
these isolated areas of steep slopes due to the mining of the current longwalls. 
 

3.5.2 Assessment of Potential Environmental Consequences 

 

Isolated areas of steep slopes associated with banks of North Wambo Creek, and the drainage lines 

could develop surface cracking due to mining activities. 

 

If significant surface cracking is left un-remediated, it may present a soil erosion risk or a risk to ground 

dwelling fauna and may restrict the passage of vehicles along the tracks and fire trails. Monitoring and 

remediation of surface cracking is described in Sections 4 and 5. 
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4 MONITORING 

 

A monitoring program will be implemented to monitor the impacts and environmental performance of 

Longwalls 24 to 26 on land in general and low level cliffs. Key components of the monitoring program 

are summarised in Table 6. 

 

Table 6 
Land Management Plan Monitoring Program Overview  

 

Monitoring Component Parameter Timing/Frequency Responsibility 

Pre-Mining 

Visual inspection of 
fences.  

Initial condition of fences. Prior to secondary extraction of 
Longwalls 24 to 26. 

Environment 
and 
Community 
Manager 

Visual assessment and 
survey of ground surface. 

Initial condition of ground 
surface. 

Prior to secondary extraction of 
Longwalls 24 to 26. 

Mine Surveyor 

Visual inspection of cliffs1 
(high definition video/ 
photos recorded via an 
unmanned aerial vehicle 
[UAV]). 

Pre-mining condition of 
cliffs. 

Prior to secondary extraction of 
Longwalls 24 to 26. 

Environment 
and 
Community 
Manager 

During Mining 

Longwalls 24 to 26 
subsidence monitoring 
lines as described in the 
Subsidence Monitoring 
Program. 

Monitoring parameters 
include: 

 subsidence; 

 tilt; 

 tensile strain; 

 compressive strain; 
and 

 absolute horizontal 
translation.2 

Monitoring during secondary 
extraction of Longwalls 24 to 26 
in accordance with the 
Subsidence Monitoring Program.  

Mine Surveyor 

Visual inspection of 
fences. 

Condition of fences. Prior to secondary extraction 
within 100 m of any active WCPL 
fences (i.e. fences being used to 
hold stock or entry and exit gates 
to prevent public access) and 
undertaken at 50 m intervals until 
the active mining face is 100 m 
past the WCPL fence. 

Mine Surveyor 

Visual inspection of the 
ground surface behind the 
longwall face. 

Surface cracks. Monthly inspections during 
secondary extraction of 
Longwalls 24 to 26, increased to 
weekly inspections during 
secondary extraction within 
100 m of the North Wambo Creek 
and Waterfall Creek. 

Mine Surveyor 

Visual inspection of cliffs1 
(high definition video/ 
photos recorded via a 
UAV). 

Signs of recent rock fall 
and/or instability. 

Following completion of 
secondary extraction of each of 
Longwalls 24 to 26 and 
post-mining. 

Environment 
and 
Community 
Manager 

Visual inspection of low 
lying areas (e.g. the North 
Wambo Creek). 

Surface ponding. Following a significant rainfall 
event (i.e. 40 mm within 
24 hours).3  

Mine Surveyor 

Visual inspection of steep 
slopes (high definition 
video/ photos recorded via 
a UAV). 

Signs of instability.  Monthly during secondary 
extraction of Longwalls 25 to 26. 

Mine Surveyor 
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Table 6 (Continued) 
Land Management Plan Monitoring Program Overview  

 

Monitoring Component Parameter Timing/Frequency Responsibility 

Post-Mining 

Visual inspection of 
fences. 

Condition of fences 
following extraction of 
Longwalls 24 to 26. 

Following completion of 
secondary extraction of 
Longwalls 24 to 26. 

Environment 
and 
Community 
Manager 

Visual inspection of 
surface areas which 
required remediation. 

Stabilisation of erosion 
and groundcover. 

Monthly inspections until 
monitoring confirms stabilisations 
of erosion and groundcover is 
>60%. 

Environment 
and 
Community 
Manager 

Visual inspection of steep 
slopes (high definition 
video/ photos recorded via 
a UAV). 

Signs of instability. Following completion of 
secondary extraction of 
Longwalls 25 to 26. 

Environment 
and 
Community 
Manager 

1 Cliffs include: the low level cliffs, intermediate level cliffs and cliffs associated with the Wollemi National Park escarpment 

located within the vicinity of Longwalls 24 to 26. 
2 The angle of draw at the commencement end of Longwalls 24 to 26 will be estimated from survey lines. 
3 Inspection to occur once access is practicably available following the rainfall event. Inspections would not occur for 

subsequent rainfall events within 7 days of previous inspection.  

 

Details of subsidence impacts observed will be recorded in the Subsidence Impact Register and relevant 

assessment forms as provided in Attachment 2 of the Subsidence Monitoring Program for 

Longwalls 24 to 26. The Subsidence Impact Register will be maintained as an electronic spreadsheet 

on-site, with hard copies of assessment forms filed in a folder. The Subsidence Impact Register is 

discussed further in the Subsidence Monitoring Program for Longwalls 24 to 26. 
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5 MANAGEMENT MEASURES 

 

A number of potential management measures are available to mitigate/remediate subsidence impacts 

on land in general resulting from the extraction of Longwalls 24 to 26. The requirement and methodology 

for any subsidence remediation techniques will be determined in consideration of: 

 

 Potential impacts of the unmitigated impact, including potential risks to public safety and the 

potential for self-healing or long-term degradation. 

 Potential impacts of the remediation technique, including site accessibility.  
 
If surface crack remediation works are required in remnant vegetation areas, compact mobile equipment 

will be utilised, where practicable, to minimise damage to surrounding vegetation. If the remediation 

work requires clearing of remnant vegetation to an extent that would exceed the benefit of the 

remediation, the requirement for remediation will be revised. Vegetation that requires clearance will be 

subject to the Vegetation Clearance Protocol (refer to the WCPL complex-wide Biodiversity 

Management Plan). 

 
The key management measures are summarised in Table 7. Management measures specific to the 

North Wambo Creek are outlined in detail in the WMP for Longwalls 24 to 26. 

 
Table 7 

Land Management Plan Key Management Measures  
 

Management Measure Timing/Frequency Responsibility 

Pre-Mining 

Notification to agistees of areas of longwall 
mining and active subsidence, and exclusion 
of agistment grazing from areas where 
surface cracking presents a reasonable risk 
to people and/or livestock. 

Prior to commencement of 
secondary extraction of 
Longwalls 24 to 26. 

Environment and 
Community Manager 

During Mining 

Remediation of surface cracks1 where 
practicable using conventional earthmoving 
equipment (e.g. a backhoe) including: 

 infilling of surface cracks with soil or 
other suitable materials; or 

 locally re-grading and re-compacting the 
surface.  

When required during and 
following secondary extraction 
of Longwalls 24 to 26. 

Environment and 
Community Manager 

Post-Mining 

Repair of fences prior to allowing access for 
agistment grazing.  

Following completion of 
secondary extraction of 
Longwalls 24 to 26.  

Environment and 
Community Manager 

Stabilisation of any areas of surface cracking 
using erosion protection measures 
(e.g. vegetation planting). 

When required following 
secondary extraction of 
Longwalls 24 to 26.  

Environment and 
Community Manager 

Drainage works and rehabilitation of 
subsidence troughs (i.e. areas of induced 
ponding) as necessary. 

When required following 
secondary extraction of 
Longwalls 24 to 26. 

Environment and 
Community Manager 

Measures to stabilise/mitigate impacts to 
rock faces/cliffs if considered beneficial and 
practicable in consultation with DPE and the 
NSW Resources Regulator (e.g. artificial 
rock support, standing supports, 
dislodgement of remaining loose rock). 

Following completion of 
secondary extraction of 
Longwalls 24 to 26. 

Environment and 
Community Manager 

1 Minor cracks that develop are not expected to require remediation as geomorphologic processes will result in natural filling 

of these cracks over time.   
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6 ASSESSMENT OF PERFORMANCE INDICATORS AND MEASURES  

 

No subsidence impact performance measures specifically relate to land in general. In accordance with 

Condition B7(d) and D5(b) of Schedule 2 of the Development Consent (DA 305-7-2003), performance 

indicators have been developed for the performance measure listed in Table 3.  

 

The performance indicator for the low level cliffs performance measure will be considered to have been 

exceeded if impacts to low level cliffs are identified (i.e. new rockfall, displacement or 

dislodgement of boulders or slabs or fracturing). 

 
Monitoring conducted to inform the assessment of the extraction of Longwalls 24 to 26 against the 

performance indicator for low level cliffs, and in regard to subsidence impacts on land in general, is 

outlined in Section 4 of this LMP. The monitoring process and subsequent assessment of performance 

indicators, performance measures and subsidence impacts on land in general is outlined in Figure 5 

and in the TARPs in Attachment 1.  

 

If subsidence impacts on land in general have occurred and are not effectively mitigated by the 

management measures outlined in Section 5, the Contingency Plan outlined in Section 7 of this LMP 

will be implemented.  

 

If data analysis indicates the performance indicator has been exceeded or is likely to be exceeded, an 

assessment will be made against the performance measure. This assessment will include relevant 

geotechnical and/or subsidence investigations to determine if: 

 

 the impact(s) cumulatively affect more than 5% of the total face area; and 

 the impact(s) can be attributed to the extraction of Longwalls 24 to 26 (or previous longwalls). 
 

If the performance measure is considered to have been exceeded, the Contingency Plan will be 

implemented (Section 7). If data analysis indicates that the performance measure has not been 

exceeded, WCPL will continue monitoring.   

 

The performance measure specified in Table 1 of Schedule 2 of the Development Consent 

(DA 305-7-2003) relating to the Wollemi National Park and associated escarpment is addressed in the 

complex-wide Biodiversity Management Plan. 
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7 CONTINGENCY PLAN 

 

In the event the performance measure for low level cliffs is considered to have been exceeded or is 

likely to be exceeded, or impacts to land in general have occurred and are not effectively mitigated by 

the management measures outlined in Section 5, in accordance with the schematic presented in 

Figure 5, WCPL will implement the following Contingency Plan: 

 

Report likely exceedance of the Performance Measure or environmental consequence 

not effectively mitigated by proposed management measures in Incident Report

(see Section 5.2.1 of Extraction Plan).

Provide Incident Report to relevant stakeholders (DPE) immediately after WCPL 

becomes aware of the exceedance or confirms implemented management measures 

have not been effective.

Conduct an investigation to identify/evaluate contributing factors, including:

Re-survey of relevant subsidence monitoring lines.

Analysis of measured versus predicted subsidence parameters.

Review of the subsidence monitoring program and update of the program where 

appropriate.

Review of mitigation measures implemented to date.

Develop an appropriate course of action in consultation with specialists and 

relevant agencies, including:

Proposed contingency measures.

Program to review the effectiveness of the contingency measures.

Consideration of adaptive management.

DPE approves

the course of action.

Implement the approved course of action to the satisfaction of DPE.

Review this LMP and the Performance Indicators to adequately manage

future potential impacts within the limits of the Development Consent

(within 3 months of submission of Incident Report).

RECORD

REPORT

INVESTIGATE

ACTION

IMPLEMENT

REVIEW

 
 

The framework for the various components of the LMP are summarised in the LMP TARPs which are 

included as Attachment 1. The LMP TARPs illustrate how the various predicted subsidence impacts, 

monitoring components and responsibilities are structured to achieve compliance with the relevant 

statutory requirements, and the framework for management and contingency actions.  
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8 ROLES AND RESPONSIBILITIES 

 

Key responsibilities of WCPL personnel in relation to this LMP are summarised in Table 8. 

Responsibilities may be delegated as required. 

 

Table 8 
Land Management Plan Responsibilities Summary 

 

Responsibility Task 

General Manager  Ensure resources are available to WCPL personnel to facilitate the completion of 
responsibilities under this LMP. 

Mining Engineering 
Manager 
(Underground Mine 
Manager) 

 Ensure resources are available to WCPL personnel to facilitate the completion of 
responsibilities under this LMP. 

Technical Services 
Manager 

 Ensure the Subsidence Monitoring Program is implemented. 

Environment and 
Community 
Manager 

 Ensure this LMP is implemented. 

 Liaise with relevant stakeholders regarding subsidence impact management and 
related environmental consequences. 

 Notify agistees of areas of longwall mining and active subsidence, and ensure 
agistment is excluded from areas where surface cracking presents a reasonable 
risk to people and/or livestock. 

 Ensure implementation of management measures summarised in Table 7. 

Mine Surveyor  Undertake all subsidence monitoring to the required standard within the specified 
timeframes and ensure data are adequately checked, processed and recorded. 

 Undertake monitoring summarised in Table 6. 
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Table A1-1 
Land Management Plan Trigger Action Response Plan – Surface Cracking and Ponding 

 

Condition 
Normal Level 1 Level 2 

Predicted Impacts Management Measures Restoration/Contingency Phase 

Trigger  Predicted impacts on land in general, 
described in Section 3. 

 Cracking or ponding presents significant risk 
to safety of people or livestock. 

 Crack is greater than 100 mm after longwall 
face has passed and presents a risk of 
long-term degradation or erosion. 

 Increased erosion or land degradation 
compared to past monitoring results. 

 Management measures implemented to date 
have not effectively mitigated the 
subsidence impacts on land in general, for 
example: 

 observations of increased erosion or land 
degradation compared to past monitoring 
results; and 

 revegetation not progressing in 
remediated areas.  

Action  Conduct monitoring, consistent with 
Table 6, the ESCP and the Subsidence 

Monitoring Program (Appendix H of the 
Extraction Plan). 

 Compare results against past monitoring 
results in the Subsidence Impact Register. 

 Assess the environmental consequences of 
the subsidence in accordance with 
Section 6. 

 Assess the need for management measures 
in accordance with Table 7 and the ESCP. 

 Compare results against past monitoring 
results in the Subsidence Impact Register. 

 Implement management measures, as 
required, in accordance with the ESCP and 
Table 7. 

[With regard to the specific circumstances of 
the subsidence impact [e.g. the location, 
nature and extent of the impact] and the 
assessment of environmental 
consequences, in accordance with 
Section 5 and the ESCP]. 

 Implement Contingency Plan described in 
Section 7. 

 Compare impacts against past monitoring 
results in the Subsidence Impact Register. 

Frequency  Frequency consistent with Table 6 and the 

ESCP. 

[Including inspections of the active mining 
area monthly and following a significant 
rainfall event.] 

 As required, in accordance with Section 5 

and the ESCP (monthly inspections of 
remediated areas), until: 

 monitoring confirms stabilisation of 
erosion; and  

 groundcover is >60%. 

 As required, in accordance with Section 7 

(increased frequency to be determined 
during implementation of the Contingency 
Plan) until: 

 monitoring confirms stabilisation of 
erosion; and  

 groundcover is >60%. 

Position of 
Decision Making 

 Environment and Community Manager.  Environment and Community Manager.  General Manager. 

Note: ESCP refers to the Wambo Coal Mine Erosion and Sediment Control Plan. 
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Table A1-2 
Land Management Plan Trigger Action Response Plan – Low Level Cliffs 

 

Condition 
Normal – No Additional Actions Level 1 Level 2 

No Observed Impacts1 Impacts1 Observed Restoration/Contingency Phase 

Trigger  No observed impacts1 on low level 
cliffs. 

 If the performance indicator has been exceeded, or 
is likely to be exceeded. 

 If the performance measure has been 
exceeded, or is likely to be exceeded. 

Action  Continue monitoring, consistent with 
Table 6 and the Subsidence 

Monitoring Program (Appendix H of 
the Extraction Plan). 

 Assess the observed impacts against the 
performance measure in accordance with 
Section 6, including undertaking relevant 

geotechnical and/or subsidence investigations to 
determine if: 

­ the impact(s) cumulatively affect more than 5% 
of the total face area; and 

­ the impact(s) can be attributed to the extraction 
of Longwalls 24 to 26. 

 If the performance measure has been exceeded, or 
is likely to be exceeded, proceed to Level 2. 

 Implement management measures, as required, in 
accordance with Table 7.  

[With regard to the specific nature of the impact, the 

potential benefit and costs of mitigation options and 

any practical constraints.]  

 Continue monitoring, consistent with Table 6 and 

the Subsidence Monitoring Program (Appendix H of 
the Extraction Plan).  

 Report exceedance, or likely exceedance, to 
DPE and NSW Resources Regulator as 
soon as possible. 

 Implement Contingency Plan described in 
Section 7, including the agreed course of 

action. 

[The agreed course of action may include 

mitigation/offset measures.] 

 Continue monitoring, consistent with Table 6 

and the Subsidence Monitoring Program 
(Appendix H of the Extraction Plan). 

Frequency  Frequency consistent with Table 6.  As required, in accordance with Section 5.  As required, in accordance with Section 7. 

Position of 
Decision Making 

 Environment and Community 
Manager. 

 Environment and Community Manager.  General Manager. 

 Implementation of additional management 
measures will be undertaken in consultation 
with DPE. 

1 Impacts include observations of new rockfalls, displacement or dislodgement of boulders or slabs or fracturing. 
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Monitoring 

Monitoring and subsequent maintenance of grass shall occur pre and post wet season and after specific rainfall 

events as identified in the Monitoring Schedule guideline. 

 

Monitoring shall ensure: 

 A minimum of 80% ground cover 

 The grass seed has not been dislodged in a rain event 

 

Maintenance 

If a minimum of 80% ground cover is not achieved, the surface is required to be re-seeded. 

Removal of excess sediment (greater than 50 millimetres deep) will maintain the hydraulic capacity in the channel.  

Reducing the sediment thickness above the seed will alsoaid the germination process. 

Re-seed if washed away by a large storm event.  If consistent dislodgement is occurring, consider using turf 

reinforcement matting, rock mulch or cellular confinement systems to contain the topsoil and add stability to the 

surface.  Rock mulching may be used on dispersive soils where topsoil and seed is dislodged prior to the 

establishment of grass roots. 

Assessment of areas where grass has been established but has experienced die-back due to events such as 

bushfires or drought is required to determine the long-term viability of the grass.  Revegetation of grass shall take 

place in areas where losses greater than 20% have occurred.  This is only applicable when complete root structure 

of the grass is lost or re-establishment will not occur naturally. 
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Description 

Cellular confinement systems for drainage control are 

formed by constructing a series of cells using a high 

density polyethylene (HDPE) material.  Installation of 

these systems in channels is an effective drainage 

control technique.  The cells essentially create numerous 

small check dams within the slope, hence reducing the 

velocities within the channel. 

The use of this system as an erosion control device is 

discussed in more detail in Guideline H347052-0000-10-

215-0010 Cellular Confinement Systems (Erosion 

Control). 

 

 

Advantages Limitations 

 Can be used on slopes up to 1V:1H 

 Can be used in shady areas where vegetated 
erosion control techniques are not suited 

 Smaller rock required than typical rock lined 
channels 

 Easy to transport and handle lightweight and 
collapsible panels 

 Promotes vegetation 

 Flexible, durable and easy to install 

 Not suited to high velocity channels 

 Quite expensive and relatively time consuming to 
construct 

Design Principles 

Cellular confinement systems are most applicable in the mining sector to stabilise steep embankments and drainage 

channels.  Cell walls can be smooth, textured or perforated.  Perforated walls are most commonly used as they allow 

free-drainage of excess moisture through the structure and add structural integrity by allowing interlocking of particles 

with the cell walls. 

Cellular confinement systems come in standard sizes with depths between 75 millimetres and 200 millimetres 

depending on the expected flow and the infill material. 

Cell Size Cell Length (millimetres) Cell Width (millimetres) 

Standard Cell 203 244 

Large Cell 406 488 

The three main materials used to fill the cells are: 

1) Gravel 

o Best suited to areas where vegetation does not have enough sunlight to establish 

o Suitable for use in higher velocity channels up to 3 metres per second 

o Recommended nominal rock diameters (in millimetres) are as specified: 

Cell Depth (millimetres) Standard Cell Large Cell 

75 38 75 

100 50 100 

150 75 150 

200 75 150 

2) Vegetated soil 

o Environmentally sensitive solution 

o Best suited to areas of low velocity (up to 1.5 metres per second), intermittent (durations less than 24 

hours) flows occur (extended periods of flow creates rills and gullies under the system) 

o Fill cells with topsoil, then seed and water until vegetation is established 



 

 

 Cellular Confinement System (Drainage Control)
 

 
 

H347052-0000-10-215-0004, Rev. 0, 

 

o A cell depth of 100 millimetres shall be used unless specified in arid regions where larger cell depths 

may be required. 

3) Concrete 

o Durable and erosion resistant 

o Used on embankments when high flow velocities (up to 6 metres per second) and turbulence are 

expected down a slope 

o Should only be used on slopes less than 1V:3H due to concrete slump 

Construction Guidelines 

The construction area shall be cleared of vegetation and 

rocks and a geotextile underlay can be installed if the in-situ 

soils are dispersive.  The geotextile fabric is provided for 

separation, filtration and stability and should be pinned in a 

minimum 200 millimetre deep trench at the top of the channel, 

as illustrated in Figure 1.  The system shall be aligned so cells 

can be expanded down the slope.  Construction of the cellular 

confinement system is to commence at the top of the slope, 

ensuring anchor stakes are installed in every cell along the 

top row in the trench. 

Prior to expanding the cells, as an optional supplied addition, 

tendons shall be threaded through the tendon slots in the 

system and knotted at the ends.  The tendon strength must be 

specified by the engineer and must meet design requirements 

for the application.  Stretch the HDPE material to create cells 

between 23 to 48 centimetres long and 26 to 51 centimetres 

wide, as shown in Figure 2, depending on the selected 

system. Anchors shall be inserted every 2 metres down the 

embankment on slopes greater than 1V:10H.  To ensure the 

cells are kept open during filling, either anchor the material at 

the toe of the embankment or fill the bottom row of cells with 

selected material. 

Connection of systems can be achieved by stapling or 

through the use of a specialised device (eg. ATRA® key 

connection device). 

Figure 1 

 

 

Figure 2 

Monitoring 

Monitoring and subsequent maintenance of cellular confinement systems shall occur pre and post wet season and 

after specific rainfall events as identified in the Monitoring Schedule guideline. 

Monitoring shall ensure: 

 The system remains anchored at the top of the slope and scour is not evident around or under the system 

 Infill material still fills the cells and dislodgement or settlement has not occurred 

Maintenance 

Scour may occur as a result of poor construction or unfavourable soil conditions.  Adequate anchorage at the top of 

the slope is crucial to ensure runoff does not flow beneath the cells and cause undermining of the structure.  If 

localised failure has occurred, the affected panels must be replaced after the subsoil conditions have been 

improved (or a geotextile has been installed) and the structure needs to be re-anchored in the trench.  Additional 

infill material will need to be added to the cells if settlement results in an infill depth of less than half of the cell 

depth.  The system should be extended to cover any adjacent areas where scour is evident around the structure. 

 

Cellular confinement systems promote revegetation so can be used as permanent erosion control devices and do 

not need to be removed. 
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Description 

A rock mattress is a shallow wire basket with inner cells 

and filled with rock.  Rock mattresses are similar to 

gabions but their geometry is thin and rectangular rather 

than cubic.  Rock mattresses are commonly used in high 

velocity channels, chutes, culvert inlet and outlets and 

sediment basin spillways where long term scour is 

prominent. 

Mattresses are constructed on the ground and can be 

linked together to cover large surface areas.  The rock fill 

provides the weight to resist shear flow and the wire cells 

aid in withstanding movement of the rock. 

 
 

 

Advantages Limitations 

 Can be used in high velocity flow locations 

 Mattresses can fold flat for ease of transport 

 Simple to install 

 Instant drainage control when installed 

 Smaller (and hence cheaper) rock sizes can be 
used 

 Not ideal for use on dispersive soils 

 Typically quite expensive 

 Recommended for maximum slope of 1V:1.5H 

 Construction is labour intensive 

 

Design Principles 

Rock mattresses are made from a flexible woven wire mesh 60 millimetres by 80 millimetres and are typically zinc 

coated (a plastic coating is available if used in corrosive conditions).  The wire baskets come in standard sizes of 6 

metres by 2 metres with thicknesses typically between 170 millimetres and 300 millimetres.  The selection of the 

mattress thickness depends on the erodibility of the bank slope, maximum expected velocity and the bank slope.  

Internal walls every 1 metre create cells within each mattress to minimise rock movement.  Wire mattresses can be 

cut to size and linked to adjacent mattresses to suit any arrangement. 

Flow Velocity 

(metres per second) 

Recommended Mattress 
Thickness (millimetres) 

Rock Infill Size 
(millimetres) 

Less than 4.2 170 75 – 100 

4.2 - 6.1 230 75 – 150 

6.1 - 6.4 300 75 – 200 

6.4 – 8.0 500 100 - 250 

By containing rock within the wire baskets, rock mattresses are approximately 4 times more effective than rock lining 

with the same thickness.  Selection of a rock size depends on the slope and velocity in the channel.  The rock infill 

shall be between 75 millimetres and two-thirds the thickness of the mattress, or 250 millimetres, whichever is the 

lesser.  The selected rock material must be hard, durable, well graded and weather resistant with a density no less 

than 1,700 kilograms per cubic metre. 

 

Construction Guidelines 

Geotextile material must be laid under the link mattresses (as shown in Figure 1) to reduce erosion through the rock 

infill.  If the soil is highly dispersive, an allowance shall be made to remove and replace the top 200 millimetres with 

non-dispersive soil.  Ensure the geotextile is not torn or punctured during the installation of the rock mattresses. 
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The wire baskets shall be shaped, wired-up and 

inspected for deformities before rock is added to the 

baskets.  Filling shall occur from the downstream cells 

first and can be done by hand or mechanically.  Each 

cell shall be slightly overfilled to allow for settlement of 

the rock. 

Where rock mattresses are to be installed in a channel 

bed, the wire baskets shall be installed so that the 

internal walls (diaphragms) are perpendicular to the 

direction of flow.  Conversely, if mattresses are to be 

installed on slopes or channel banks, they should be 

aligned so the diaphragms are parallel to the banks (as 

shown in Figure 2). 

Anchoring of the mattresses is required on slopes 

greater than 1V:1.5H.  Hardwood stakes or star pickets 

should be temporarily installed every 2 metres inside the 

upper end panel.  The stakes are required to be 

removed upon completion of filling to maintain flexibility 

of the structure. 

 

Figure 1 

 
 

 

Figure 2 

 

On dispersive soils it may be necessary to fill voids in the mattresses with soil or vegetation to help reduce erosion 

under the structure.  Where rock mattresses are used for spillway construction, an additional layer of concrete shall 

fill the voids to reduce seepage through the mattress. 

 

Monitoring 

Monitoring and subsequent maintenance of rock mattresses shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

During the inspection process, particular focus should be on: 

 Checking for erosion around and under the mattress 

 Ensuring integrity of the wire baskets, ie no breaks in the wire 

 Monitoring movement of the rock within the baskets 

 

Maintenance 

Rock mattresses are designed to be flexible and have the ability to withstand slight ground deformation.  Failure often 

occurs due to inadequate protection against scour at the downstream edge of the rock mattress and can result in 

tunnel erosion under the structure.  Consider extending the structure or adding downstream rock protection if erosion 

is evident. 

 

If large breaks are visible in the wire mesh, then a patch should be immediately installed directly over the affected 

area.  Minor deformation and breaks  in the wire should not affect the integrity of the structure as the construction 

technique inhibits unravelling of the mesh. 

 

If the mattresses deform due to settlement of the rock, the lid shall be removed and additional rock placed in the 

baskets.  Exposed surface around the rock mattresses should be rehabilitated upon completion of construction.  
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Description 

Rock lining involves spreading thick layers of rock in a 

drainage channel or chute to control the flow velocity.  

The rough surface of the rock lining dissipates flow 

energy in high velocity and/or steep channels. 

 

Rock lined channels are a highly effective and cost 

efficient solution for controlling flows. 

 

 

Advantages Limitations 

 Can be used in channels with velocities greater 

than 2 metres per second 

 Considered the most effective form of drainage 

control 

 Not labour intensive 

 Environmentally friendly 

 Cost effective 

 Limited availability of rock from mining operations 

may mean it needs to be sourced off-site 

 Must be designed to ensure the flow capacity of the 

drain is not compromised 

 

Design Principles 

The rock selected must be well graded, durable, weathered and preferably angular for stability. 

The minimum recommended thickness of the rock lining shall be 1.5 times the mean rock diameter (D50).  Example 

D50 rock sizes are presented in Figure 1. 

 

Figure 1 
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Construction Guidelines 

The channel shall be excavated and shaped to the 

design elevations.  The thickness of rock is to be allowed 

for during excavation to ensure the top of the rock 

surface is level with the adjacent ground level.  The use 

of a heavy duty geotextile (minimum A24) underlay is 

advised, especially if the rock lining is to be placed on 

dispersive soils or if the rock is not well graded i.e. there 

may be voids in the lining. 

Dump rock in the channel ensuring 100% coverage of 

the flow surface is achieved.  A minimum thickness of at 

least 1.5 times the rock diameter is required and shall 

extend up the channel banks to reduce scouring of the 

banks as shown in Figure 2. 

The rock lining shall extend at least 1 metre upstream 

and 1 metre downstream of the channel as shown in 

Figure 3. 

 

Figure 2 

 

 

Figure 3 

 

Monitoring 

Monitoring and subsequent maintenance of rock lined channels shall occur pre and post wet season and after 

specific rainfall events as identified in the Monitoring Schedule guideline. 

When conducting periodic inspections of the rock lining, identify any: 

 Scour occurring below or adjacent to the rock lining 

 Displacement of the rock 

 Excess deposits of sediment in the channel 

 Break down of the rock material 

 

Maintenance 

Evidence of scour below the rock lining is generally a result on dispersive soils where a geotextile underlay has not 

been utilised.  Scour occurring adjacent to or downstream of the rock lining should be treated by increasing the rock 

coverage area.  Erosion along the edges may be a result of flows being channelised in to the drain.  Extend the rock 

lining further up the banks and ensure sheet flows can freely enter the drain. 

Displacement of rock from sections within the channel indicates that flow velocities exceed the design velocity for the 

chosen rock size.  Larger rock shall be placed in the channel, replacing the original undersized rock. 

Excessive vegetation growth within the rock voids can restrict the channel capacity and should be removed.  

Upstream rock check dams or sediment fences may aid in reducing the amount of sediment transported downstream 

into the rock lined channel. 

Weathering and breakdown of the rock lining may occur if non-durable rock is used.  If evidence of weathering is 

observed, the rock lining may need to be replaced to ensure on-going protection of the drain or chute. 

Rock lining can be utilised as a permanent structure and therefore does not need to be removed. 
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Description 

A level spreader is an outlet control structure used in 

drainage channels.  They consist of a small stilling basin 

at the downstream end of a channel with a small weir 

outlet discharging perpendicular to the flow direction in 

the channel.  Level spreaders work by converting minor 

channelised flows back into sheet flows in order to 

minimise velocity and reduce erosion. 

Level spreaders can also be used to divert flows around 

a soil disturbance area. 

 

Advantages Limitations 

 Relatively inexpensive form of drainage control  Most effective where outlet is constructed on a non-

dispersive and vegetated surface 

 Outlet velocity limited to 1.5 metres per second 

 Large footprint required for construction 

 Construction with a dozer D5 or smaller 

 Suitable for slopes up to 1V:10H 

 

Design Principles 

Upstream flow entering a level spreader can be via pipes or contour banks.  The downstream 6 metres of the inlet 

channel shall have a maximum gradient of 1V:100H to reduce inlet velocities and prevent scouring of the outlet 

structure.  A level spreader should be lined with rock, concrete or grass depending on the application and upstream 

channel material. 

The outlet sill (weir type structure) shall have a minimum length of 4 metres and a maximum length of 25 metres.  

The length of the sill depends on the contributing catchment, slope and expected flow rates and velocities.  The 

design sill length shall be a maximum of 0.1 cubic metres per second per metre of length based on a 10 year storm 

event. 

The sill must be constructed horizontal to ensure flows are not concentrated over the crest.  
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Construction Guidelines 

Once the channel has been excavated and trimmed, the 

level spreader can be constructed at the outlet. 

  

The sill is to be constructed to the specified length and 

level with no crossfall along the outlet weir as shown in 

Figure 1.  An erosion control matting (e.g. jute mesh, 

geotextile) shall be installed at the sill crest.  The matting 

shall be anchored at least 300 millimetres upstream of 

the sill and to a minimum depth of 150 millimetres, as 

illustrated in Figure 2.  On dispersive soils, the erosion 

control matting shall extend a minimum of 5 metres 

downslope of the sill to ensure scour does not 

undermine the level spreader structure.  A level spreader 

should discharge on to vegetated or rock mulched areas. 

 

Upon construction completion, vegetation should be 

established for long term durability of the structure. 

 

Figure 1 

 

Figure 2 

Monitoring 

Monitoring and subsequent maintenance of level spreaders shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

 

Inspection of the structures shall identify: 

 Excess sediment deposits exceeding one third of the total basin depth 

 Concentrated flows over and downstream of the sill crest identified by failure of the sill or downstream 

surface erosion 

 Erosion within and adjacent to the structure 

 

Maintenance 

The presence of excess sediment in the outlet structure signifies that the in-situ soil material is most likely 

dispersive.  A geotextile material or grass lining shall be installed in the upstream channel to reduce the amount of 

sediment being dislodged during rain events.  Excess sediment needs to be removed from the outlet to ensure 

capacity is available to allow settling of the flow before discharge. 

 

Concentrated flows over the sill crest identifies that the elevations along the sill are not perfectly horizontal.  Ensure 

there is no crossfall on the sill crest and reconstruct the weir if necessary. 

 

Erosion downstream of the outlet structure suggests that the crest length is too short to spread the flows.  

Additional construction shall be done to provide a longer crest at the design crest elevation.  Flows and velocities 

may be too high over the outlet weir, causing erosion of both the outlet structure itself and the downstream 

environment.  The flow rate shall be checked to ensure it does not exceed the maximum design flow rate of 0.1 

cubic metres per second per metre of sill length in a 1 in 10 year rainfall event. 
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24Description 

Rock chutes are drainage channels designed specifically 

for steep slopes.  They are typically outlet structures for 

contour banks and primarily convey water from relatively 

flat longitudinal drains, down a steep slope to a sediment 

basin or outlet device as shown in Figure 1 and Figure 2. 

 
  

 

Figure 1 

 

Figure 2 

 

Advantages Limitations 

 Typically constructed on slopes greater than 

1V:10H 

 Relatively cost effective and simple to construct 

 High flow capacities 

 Maximum slope of 1V:2H for rock lining stability 

 Suitable for flow velocities up to 8 metres per 

second 

 Prone to erosion if inadequate design 

 

Design Principles 

The design of a chute shall generally be undertaken by a competent person as chutes are susceptible to failure and 

can fail quite quickly.  Inadequate design of a chute can compromise the whole structure including upstream and 

downstream devices.  The construction material must be flexible enough to handle movement when constructed on a 

spoil pile. 

A chute has three primary components: 

1) Inlet 

 Inflow water received from contour banks 

 Flow diversion bank shall direct flow into the chute, maintaining a minimum 150 millimetre freeboard 

2) Chute structure 

 Can be a parabolic, rectangular or trapezoidal profile but must be perfectly straight 

 Can be lined with rock, concrete or flexible fabric depending on the flow velocity and design duration 

requirements 

 Minimum 300 millimetre chute depth with sufficient capacity to ensure flows do not overtop the 

structure 
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3) Outlet energy dissipater 

 Reduces flow energy to minimise scour downstream 

 Constructed at the base of the chute 

 Technical design is required to ensure the outlet does not fail and compromise the stability of the entire 

chute structure 

o Can be a flat pad or a sunken basin with sill depending on the tailwater conditions 

 

Construction Guidelines 

A chute structure should ideally be constructed after the 

completion of the outlet sediment basin but prior to the 

construction of contributing contour banks. 

Excavate the chute profile and install a geotextile 

underlay prior to placing rock in the chute. 

Rock lining shall extend a minimum length of 5 times the 

depth of approach flow upslope of the chute for scour 

protection as shown in Figure 3.  Rock lining shall be 

extended up the sides of the chute to reduce the effects 

of scour from adjacent flows.  The chute structure shall 

be sufficiently tied in to upstream and downstream 

systems to reduce the risk of water flowing under the 

chute and undermining the structure. 

Figure 3 

 

Monitoring 

Monitoring and subsequent maintenance of rock chutes shall occur pre and post wet season and after specific rainfall 

events as identified in the Monitoring Schedule guideline. 

 

Monitoring shall identify any: 

 Scour at the inlet, outlet, adjacent to or within the chute 

 Flows bypassing the chute 

 Movement of channel linings 

 

Maintenance 

Scour at the inlet to the chute indicates that flows are not freely entering the chute and ponding may be occurring.  

Ensure the invert of the chute is below the invert of the contributing contour bank.  Extend the rock lining into the 

contour banks to reduce the inlet velocity. 

Water must flow into the chute, not divert around the inlet.  If flows are bypassing the chute, extend the diversion 

banks along the catch drains all the way to the edge of the chute.  Flows shall not spill out of the chute as this will 

potentially undermine the chute.  If flows are overtopping the chute, increase the depth of the chute to gain 

additional capacity. 

Dislodgement of rocks identifies that the flow turbulence and velocities are too great for the rock sizing.  Consider 

increasing the rock size or lining the chute with a stronger material such as concrete. 

Removal of the chute shall occur only after rehabilitation or removal of the contributing contour banks has occurred. 
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Description 
Cellular confinement systems are formed by constructing 

a series of cells using a high density polyethylene 

(HDPE) material.  Installation of these systems on 

channel slopes and embankments improves the slope 

stability and reduces the impact of high velocity/impact 

water.  The creation of small check dams down the slope 

reduces the flow velocity, in turn reducing the effects of 

erosion. 

The use of this system as a drainage control device is 

discussed in more detail in Guideline H347052-0000-10-

215-0004 Cellular Confinement System (Drainage 

Control). 

 

  

Advantages Limitations 

• Can be used on slopes up to 1V:1H 

• Can be used to stabilise dry, sandy bed  streams 
where temporary vehicle crossing is required 

• Can be used in shady areas where vegetated 
erosion control techniques are not suited 

• Easy to transport and handle, lightweight and 
collapsible panels 

• Promotes vegetation 

• Flexible, durable and easy to install 

• Quite expensive and relatively time consuming to 
construct 

Design Principles 
Cellular confinement systems are most applicable in the mining sector to stabilise steep embankments and drainage 

channels.  Cell walls can be smooth, textured or perforated.  Perforated walls are most commonly used as they allow 

free-drainage of excess moisture through the structure and add structural integrity by allowing interlocking of particles 

with the cell walls. 

Cellular confinement systems come in standard sizes with depths between 75 millimetres and 200 millimetres 

depending on the expected flow and the infill material. 

Cell Size Cell Length (millimetres) Cell Width (millimetres) 
Standard Cell 203 244 

Large Cell 406 488 

The three main materials used to fill the cells are: 

1) Gravel 

o Best suited to areas where vegetation does not have enough sunlight to establish 

o Suitable for use on slopes where higher velocities are expected (up to 3 metres per second) 

o Recommended nominal rock diameters (in millimetres) are as specified: 

Cell Depth (millimetres) Standard Cell Large Cell 
75 38 75 

100 50 100 

150 75 150 

200 75 150 

2) Vegetated soil 

o Environmentally sensitive solution 

o Best suited to areas where low velocity (up to 1.5 metres per second), intermittent flows occur 

o Fill cells with topsoil, then seed and water until vegetation is established 
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o A cell depth of 100 millimetres shall be used unless specified in arid regions where larger cell 

depths may be required. 

3) Concrete 

o Durable and erosion resistant 

o Used on embankments when high flow velocities (up to 6 metres per second) and turbulence are 

expected down a slope 

o Should only be used on slopes less than 1V:3H due to concrete slump 

Construction Guidelines 
The construction area shall be cleared of vegetation and 

rocks and a geotextile underlay can be installed if the in-situ 

soils are dispersive.  The geotextile fabric is provided for 

separation, filtration and stability and should be pinned in a 

minimum 200 millimetre deep trench at the top of the 

embankment, as illustrated in Figure 1.  The system shall be 

aligned so cells can be expanded down the slope.  

Construction of the cellular confinement system is to 

commence at the top of the slope, ensuring anchor stakes 

are installed in every cell along the top row in the trench. 

Prior to expanding the cells, as an optional supplied 

addition, tendons shall be threaded through the tendon slots 

in the system and knotted at the ends.  The tendon strength 

must be specified by the engineer and must meet design 

requirements for the application.  Stretch the HDPE material 

to required dimensions, as illustrated in Figure 2, depending 

on the selected system.  Anchors shall be inserted every 2 

metres down the embankment on slopes greater than 

1V:10H.  To ensure the cells are kept open during filling, 

either anchor the material at the toe of the embankment or 

fill the bottom row of cells with selected material. 

Connection of systems can be achieved by stapling or 

through the use of a specialised device (e.g. ATRA® key 

connection device). 

 
Figure 1 

  
Figure 2 

Monitoring 
Monitoring and subsequent maintenance of cellular confinement systems shall occur pre and post wet season and 

after specific rainfall events as identified in the Monitoring Schedule guideline. 

Monitoring shall ensure: 

• The system is still anchored at the top of the slope 

• Infill material still fills the cells and dislodgement or settlement has not occurred 

• Scour is not evident around or under the system 

Maintenance 
Scour may occur as a result of poor construction or unfavourable soil conditions.  Adequate anchorage at the top of 

the slope is crucial to ensure runoff does not flow beneath the cells and cause undermining of the structure.  If 

localised failure has occurred, the affected panels must be replaced after the subsoil conditions have been 

improved (or a geotextile has been installed) and the structure needs to be re-anchored in the trench.  Additional 

infill material will need to be added to the cells if settlement results in an infill depth of less than half of the cell 

depth.  The system should be extended to cover any adjacent areas where scour is evident around the structure. 

Cellular confinement systems promote revegetation so can be used as permanent erosion control devices and do 

not need to be removed. 
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Description 

A compost blanket is formed by applying a thick layer of 

high quality compost onto a surface.  The compost 

material has already biologically degraded to generate a 

stable product. 

 

Compost blankets are generally applied as a form of 

revegetation. 

 

Advantages Limitations 

 Can be used on relatively steep slopes up to 1V:2H 

 Can withstand larger rainfall events than mulch 

 Topsoil not required for establishment of vegetation 

 Does not require tackifiers to anchor the mulch 

 Environmentally friendly as it reduces the risk of 
introducing imported weed species due to the 
biological degradation of organic matter 

 Highly durable form of erosion control 

 Effectively controls the impact of raindrops 

 Can be used with seeding 

 Can be quite expensive 

 Tackifiers may be required to anchor the compost 
on steep slopes 

 

Design Principles 

The selected compost material shall be 100% organic matter produced by controlled aerobic decomposition and must 

comply with the properties specified in AS4454: Compost, Soil Conditioners and Mulches.  Key properties are 

summarised in the table below. 

Property Acceptable Range 

Inert material 1% maximum 

Soluble salt concentration 5 dS/m 

pH range 5.0 – 8.0 

Moisture content 30% - 50% (prior to application) 

Electrical Conductivity (EC) Maximum 10 µS/cm 

Compost blankets are suitable to use in wet areas and are twice as effective as hydromulch at reducing the amount 

of run-off after a rain event.  
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Construction Guidelines 

A layer of compost should be spread evenly over the surface to a thickness specified by the specialist contractor.  

The general thickness of a compost blanket is around 50 millimetres but will vary depending on the slope and 

underlying soil composition. 

The compost blanket shall be continued at least 1 metre beyond the top of the slope to minimise the risk of water 

flowing under the blanket and washing the compost away. 

Generally tackifiers are not required, however in locations where high rainfall and wind events are experienced, 

tackifiers may need to be applied. 

 

Monitoring 

Monitoring and subsequent maintenance of compost blankets shall occur pre and post wet season and after 

specific rainfall events as identified in the Monitoring Schedule guideline. 

 

Inspections shall be undertaken to identify any: 

 Evidence of concentrated flows 

 Areas where compost has been displaced 

 

Ongoing monitoring is required until establishment of vegetation is sufficient to reduce the effects of erosion. 

 

Maintenance 

Additional upstream flow control structures are required when concentrated flows are evident through the compost 

blanket.  Reshaping of the upslope surface may be required to produce even sheet flows down the slope. 

 

Replacement of compost to the original specified thickness shall be undertaken when compost has been displaced. 

 

Removal of compost blankets is not required as the system aids revegetation. 
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Description 

Organic mulching is the process of spreading a 

protective layer of organic material on the soil surface.  

Mulching aims to limit runoff turbidity, reduce erosion 

caused by sheet flow and promote vegetation regrowth. 

 

 

Advantages Limitations 

 Particularly useful in tropical areas 

 Most effective way of reducing rain droplet impact. 

 Not suitable in all ecosystems as some seeds are 

considered weeds 

 Must have uniform cover to perform effectively 

 Easily washed away in flood areas and on steep 

embankments 

 Short-term option only 

 

Design Principles 

Mulching materials include but are not limited to: 

 Bark chips 

o Shall not be used on low pH soils 

 Hydromulching or hydroseeding 

o Mix of seed, fertilizer, paper pulp and bitumen emulsion or tackifier with water 

o Sprayed on as a slurry mixture 

o Only suitable on slopes up to 1V:6H 

 Wood chips 

o Consist of mulched trees or processed hardwood 

o Used as weed control or in areas where not closely mowed 

o Application of nitrogen rich fertilizer may be required 

o Effective on slopes up to 1V:3H 

 Straw 

o Most commonly used material 

o Ideal when minimal water is available 

o Effective on sites with high soil erosion hazard or where soil moisture is likely to be inadequate for 

successful plant establishment 

o Generally applied to small areas such as embankments and stockpiles 

o Should be mechanically anchored as a minimum 
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Selection of mulch type must be considered where the mulch may be dispersed should failure occurs e.g. Will it end 

up in a sensitive ecosystem downstream? 

 

Construction Guidelines 

The site shall be cleared of large rocks, logs and other objects which may reduce the effectiveness of the contact 

between the mulch and the soil.  Mulching shall not occur during windy conditions and should occur as soon as 

practically possible after seeding. 

 

Mulch shall be applied and spread evenly to a maximum depth of 50 millimetres, ensuring a minimum 80 to 100% 

coverage of the entire surface.  An increased depth of 75 to 100 millimetres should be applied where weed control is 

the primary objective. 

 

Chemical tackifiers may be warranted on slopes greater than 1V:2H and mechanical anchors on slopes up to 1V:2H.  

Anionic bitumen (AS 1160) is an example of a chemical tackifier and should be covered with a net.  Environmental 

constraints and local jurisdiction should be considered before a tackifier is applied.  A mechanical anchor may include 

running a disk harrow or special crimper over straw to press it into the soil after the mulch is spread. 

 

 

Monitoring 

Monitoring and subsequent maintenance of mulched areas shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

 

Monitoring shall identify: 

 Areas where mulch has become dislodged 

 

 

Maintenance 

Mulching aims to provide erosion control during storm events, however it is not uncommon for mulching to fail locally 

during intense storm events.  If local failure occurs, the area will need to be re-established by replacing seed and 

mulch to the original depths.  If mulch continuously dislodges on steep slopes, tacking or netting may need to be 

applied. 

 

Due to the ability of the mulch to decompose, no removal of the material is required. 

 

 

Technique Application Rate 

Bark chip 2.5 cubic metres per hectare 

Hydromulching or hydroseeding 30,000 to 40,000 litres per hectare (bituminous 
emulsion 1,500 to 2,000 litres per hectare) 

Wood chip 11 to 14 tonnes per hectare 

Straw 250 bales per hectare or 3.4 to 4.5 tonnes per 
hectare 
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Description 

Revegetation involves the establishment of trees and 

grasses to achieve a pre-disturbance habitat. 

Revegetation can be applied to disturbed surfaces both 

on slopes and at the outlet of drainage channels. 

 

 

Advantages Limitations 

 Can be applied to all sites 

 Environmentally acceptable approach to controlling 

erosion 

 Vegetation takes time to establish, requiring 

additional temporary devices to control erosion in 

the short term 

 Limited to slopes less than 1V:3H 

 Not suitable for trafficked areas 

 

Design Principles 

Revegetation techniques vary from site to site and must be analysed as location specific.  Soil samples shall be taken 

at the site and analysed to determine the suitability of the soil prior to vegetating.  Consultation with the site 

environmental team will ensure site specific standards are met. 

Site revegetation can include the establishment of trees and/or grasses, both of which are typically germinated by 

spreading seed over a topsoiled and ripped surface.  The minimum height of the established grass shall be 5 

centimetres and shall cover a minimum of 80% of the surface to effectively dissipate flow energy. 

Revegetation can be aided by applying other short-term erosion control devices such as erosion control blankets and 

mulching. 

If revegetation works are undertaken as part of the permanent design, the final landform needs to be considered. 

 

Construction Guidelines 

Prior to seeding, the application surface shall be ripped to loosen the soil.  The revegetated slope shall be limited to 

1V:3H for stable soil conditions or 1V:4H for dispersive soils.  Seed shall be applied at a rate as specified in the 

"Grass" guideline for drainage control or as suggested by the seeding contractor.  A uniform spread of seed shall 

cover a minimum of 80% of the disturbed surface. 

Ensure there is good contact between the seed and the topsoil.  If applicable, mulch may be spread over the surface 

once the seed has been sowed.  Mulching can provide temporary erosion control until the vegetation is established. 

A barrier shall be constructed around the seeded site to prevent vehicles from accessing the area. 
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Monitoring 

Monitoring and subsequent maintenance of revegetated areas shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

Inspection shall identify: 

 Areas where the vegetation has not established 

 Areas where topsoil and seed have been dislodged (whether be from a rain or high wind event) 

 

Maintenance 

Until a minimum of 80% coverage of the area is achieved, the effectiveness of the vegetation as an erosion control 

device is reduced.  Ideally, germination should occur within 6 weeks of application.  However, when self-

germination of the seed is required, growth may not be visible for several months, depending on the regional rainfall 

and soil moisture conditions.  Installation of temporary erosion control devices, such as mulching, is recommended 

until vegetation is established. 

Areas where seed has been washed away by a large storm event shall be re-seeded.  If consistent dislodgement is 

occurring, consider using turf reinforcement matting to add structural integrity to the surface or review the need for 

upstream contour banks. 

Assessment of areas where vegetation has been established but has experienced die-back due to events such as 

bushfires or drought is required to determine the long-term viability of the vegetation.  Revegetation shall take place 

in areas where losses greater than 20% have occurred.  This is only applicable when complete root structure of the 

vegetation is lost or re-establishment will not occur naturally. 

Where necessary, slash the temporary vegetation cover to allow the successful growth of the underlying permanent 

vegetation cover.  Vegetated areas do not need to be removed unless they were established with the primary 

purpose of only providing temporary erosion control. 
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Description 

Rock mulching is the process of applying a layer of rock 

on a surface to reduce flow velocities and increase 

infiltration.  Rock mulching is a commonly used 

alternative to vegetation in arid / semi-arid regions. 

This technique is effective in reducing erosion on a 

disturbed site by dampening raindrop impact and 

reducing turbidity and velocity of runoff. 

 

For rock lining in concentrated flow paths, refer to the 

drainage control "rock lining" guideline. 
 

 

 

Advantages Limitations 

 Can withstand high velocity overland flows 

 Does not require watering, unlike vegetated 

surfaces 

 Increases soil moisture 

 Provides weed control 

 Aids rehabilitation as vegetation can be established 

in rock mulch 

 Up to slopes 1V:3H or 1V:2H with the aid of 

mechanical anchoring or cellular confinement 

systems 

 Not to be used in channels 

 

Design Principles 

The rock type selected for mulch must be weather resistant, durable, angular and well graded e.g. basalt and 

sandstone.  The average rock size (D50) is can vary between 50 millimetres and 750 millimetres depending on the 

slope and expected maximum velocity as well as the rock available on site.  The thickness of rock mulch shall be a 

minimum of 1.5 times the average rock size or 300 millimetres, whichever is greater.  Thicknesses of up to 1 metre 

are stable on rehabilitated embankment slopes up to 1V:3H. 

Rock mulching is preferred over hydromulching in areas where concentrated overland flows are expected. 
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Construction Guidelines 

Where in-situ soil is dispersive, the top 200 millimetres of soil shall be topsoiled and ripped before the rock mulch is 

placed.  Alternatively, a geotextile can be placed under the rock or an increased thickness can be used to improve 

the durability of the rock mulch. 

Rock shall be placed starting from the downstream slope and continuing up slope.  Rock mulching shall have a 

minimum thickness of 300 millimetres or 1.5 times the average rock size, whichever is greater and must cover the 

entire surface. 

At the downstream end of a slope, a splash apron shall be constructed.  By extending the rock a minimum of 1 metre 

downstream, the splash apron reduces the effects of scour at the toe of the slope.  The rock mulch shall be slightly 

buried in a trench at the upstream face and downstream splash apron so that approximately 50 millimetres of the 

rock protrudes above the ground. 

Where vegetation is to be established, a fine gravel or topsoil mixed with seed can be used to fill the rock voids and 

promote vegetation growth.  The construction of a shade cloth fence across the rock can trap fines and assist with 

grass growth. 

 

Figure 1 

Monitoring 

Monitoring and subsequent maintenance of rock mulching shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

 

Inspections should be concentrated on identifying: 

 Areas where rock has been displaced and determining why it has occurred 

 Evidence of scour under and around the rock mulching footprint 

 Concentrated flow paths through the rock mulched area 

 

Maintenance 

Displacement of rock indicates that concentrated flows are occurring.  Re-shaping the upstream surface may 

produce more even sheet flows down the slope.  Consistent displacement of the rock mulch requires repair of the 

slope and replacement of the displaced rock with larger diameter rock. 

 

Scour around the rock mulched area shall be fixed by extending the surface of the rock mulching or altering the 

upslope surface to guide the runoff into the mulched area.  If scour is evident under the rock mulch, the inclusion of 

a geotextile underlay is necessary. 

 

Rock mulch does not need to be removed as vegetation is likely to establish through the rock mulch. 
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Description 

Soil binders are used as a chemical surfacing stabiliser 

or soil-bonding agent.  They are applied on an exposed 

surface to form a seal and provide temporary erosion 

control.  Soil binders are generally applied in areas 

where earthworks are expected to resume in a time-

frame that will not allow vegetation to establish.  Soil 

binders are effective in preventing both water and wind 

erosion of soils. 

 

Soil binders can either be sprayed directly over an 

exposed surface or applied as tackifiers in conjunction 

with mulching and seeding applications. 
  

 

Advantages Limitations 

 Good alternative to mulches in areas where 

construction works will soon resume 

 Can be used on mild and steep slopes 

 Not suitable for area with concentrated flows 

 Require long curing times (up to 24 hours) 

 Only used in temporary applications generally less 

than 3 months 

 Not suitable for trafficked areas 

 May not be effective on silty or clayey soils or in 

highly compacted areas 

 May have impacts on water quality 

Design Principles 

The selection of a soil binder is dependent on the regional soil type, frequency of application and the intended length 

of time soil stabilisation is required.  There are five primary types of soil binders: 

1) Plant-material based short lived binders e.g. Guar, psyllium and starch 

 High resistance to leaching 

 Moderate resistance to abrasion 

 Short to medium longevity 

 9 to 18 hour curing time 

 Compatible with existing vegetation 

2) Plant-material based long lived binders e.g. Pitch and rosin emulsions 

 High resistance to leaching 

 Low resistance to abrasion 

 Medium longevity 

 19 to 24 hour curing time 

 Not compatible with existing vegetation 

3) Polymeric emulsion blend binders e.g. Synthetic composite materials 

 Low to moderate resistance to leaching 

 Moderate to high resistance to abrasion 
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 Medium to long longevity 

 0 to 24 hour curing time 

 Not compatible with existing vegetation 

4) Cementitious-based binders e.g. Gypsum 

 Forms a crust over the surface which is water permeable 

 Moderate resistance to leaching 

 Moderate to high resistance to abrasion 

 Medium longevity 

 4 to 8 hour curing time 

 Not compatible with existing vegetation 

 Application rate typically 4,500 to 13,500 kilograms per hectare. 

5) Bitumen-based binders 

 Consist of a mixture of bitumen, emulsifying agent, stabilising agent and water 

 Anionic bitumen emulsion used for erosion control as it is slow-breaking. 

 Generally sprayed at an application rate of 2,500 litres per hectare on batters and 4,000 litres per 

hectare in areas of minor concentrated flow 

Construction Guidelines 

The application surface shall be prepared before the soil binder is applied.  Preparation includes pre-wetting and 

roughening of the surface.  If cementitious-based binders are to be applied, lime shall be used to treat the in-situ soil 

before application. 

The chosen soil binder shall be applied in accordance with the manufacturer’s instructions for application rates and 

specialist procedures.  The recommended minimum curing period shall be allowed for before application of a second 

treatment (if required). 

Ensure vehicular and pedestrian traffic are excluded from the treated zone. 

Monitoring 

Monitoring and subsequent maintenance of soil binders shall occur pre and post wet season and after specific rainfall 

events as identified in the Monitoring Schedule guideline. 

 

Monitoring of the treated areas shall identify: 

 Areas where scour has occurred 

 Spot failure locations 

 

Maintenance 

Soil binders are susceptible to the natural weathering process and may require reapplication after a few months.  

Heavy rainfall events may cause erosion and areas of spot failure.  If erosion is evident, repair areas and reapply 

original soil binder as needed to maintain effectiveness.  Localised spot failure may be caused by water penetrating 

the soil at the top of the embankment slope and undermining the stabilised soil layer. 

 

Soil binders do not typically need to be removed as they are exposed to the sun, oxidation, heat and biological 

organisms which break down the binder over time. 
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Description 

Check dams are formed by creating small weir structures 

at regular intervals along an open channel.  They may be 

used as a sediment control device by capturing bed load 

sediment washed into the open channel from the 

upstream catchment.  Check dams function as a 

sediment control device by reducing the flow velocity in 

the open channel, thus allowing bed load sediment to 

settle behind the check dam structures. 

 

Check dams may also be used as a drainage control, 

and although the intended function is different, the 

design and construction methodology remains the same.  

 

Advantages Limitations 

 Captures sediment without changing channel 

design 

 Easy to construct 

 Effective sediment control in newly formed channels 

 Channel banks must not exceed 1V:2H 

 Suitable for channels with a slope greater than 

1V:100H but less than 1V:10H 

 Catchment area shall not exceed 2 hectares 

 Designed to contain bed load sediment but less 

effective in capturing smaller suspended sediment 

particles 

 

Design Principles 

There are three main material types used in the construction of check dams.  These are: 

1) Sandbags filled with sand, gravel, straw or compost 

 Suitable for shallow drains <500 millimetres deep 

2) Rock 

 Suitable for deep drains >500 millimetres deep 

 Typically 200 millimetre mean rock diameter (D50) is used, although larger rock may be warranted on 

steep slopes 

Slope D50 Rock Size (millimetres) 

1V:100H – 1V:50H 200 

1V:50H – 1V:20H 300 

1V:20H – 1V:12.5H 400 

1V:12.5H – 1V:10H 500 

3) Fibre rolls 

 Biodegradable logs (e.g. Maccaferri Cocologs) made from a fibre blanket filled with organic material 

 Suitable for wide, shallow drains or in vegetated channels 

 Typically last between 4 and 10 years before biodegrading 

 Standard size of 300 millimetre diameter 

 

Check dams should only be used in drains with a slope of less than 1V:10H.  They shall not be used in batter chutes.
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Construction Guidelines 

Construction shall commence at the downstream check 

dam first then progress upstream.  Ensure that the toe of 

the upstream check dam is at the same elevation as the 

crest of the downstream check dam.  

Although rarely required, a geotextile underlay or rock 

apron can be installed to reduce erosion in dispersive 

soils.  If required, a rock apron should be installed 

downstream of the check dam to a length equivalent to 

twice the height of the structure.  See Figure 1. 

Construction shall extend up the batters of the channel 

but should be limited to 500 millimetres from the base of 

the channel to ensure water does not spill at the edges 

of the check dam, see Figure 2.  A weir should be 

created in the centre of the check dam by allowing at 

least a 150 millimetre depression.  The base of the 

check dam shall be trenched at least 200 millimetres 

below the invert of the drain to minimise the risk of 

undermining or side cutting the structures. 

Fibre rolls shall be anchored in a trench to a depth of at 

least one third of the diameter of the roll and fixed with 

wooden stakes at a maximum spacing of 1 metre.  Logs 

can be stacked to achieve a higher crest level but 

remain limited to the 500 millimetre total height 

restriction, see Figure 3. 

 

Figure 1 

 

Figure 2 

Figure 3 

Monitoring 

Monitoring and subsequent maintenance of check dam sediment traps shall occur pre and post wet season and after 

specific rainfall events as identified in the Monitoring Schedule guideline. 

Inspections shall identify: 

 Excessive deposits of sediment behind the check dam 

 Failure of a check dam 

 Erosion occurring underneath or adjacent to the check dam 

Maintenance 

Occasional removal and disposal of sediment deposit behind the check dam is required if the sediment build up 

exceeds half of the height of the original check dam or it is causing flows to be diverted around the ends of the check 

dams.  Ensure the removed sediment is deposited in a location such that it won't end up back in the channel. 

If failure of a check dam occurs or erosion is evident, the size of the rock needs to be increased or intermediate check 

dams could be constructed to further reduce the upstream velocity.  Observation to ensure flow is concentrated over 

the weirs and not around the structures necessary.  Inspection to ensure the rocks remain sufficiently anchored after 

extended storm events is required. 

Rock and sandbag type check dams are to be removed once vegetation has established sufficiently to stabilise the 

channel. 

Seedlings can be planted directly into the fibre log as they are 100% biodegradable.  The protective netting should be 

removed once any planting has become established. 
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NB:  An assumed basin depth of 3 metres and a target particle size of 500 micrometres has been used to derive the 

footprint area. 

 

The figure above should be compared against the pump-out time-frames that a specific site has committed to. 

Dewatering is undertaken to prevent salinity build-up within the basin.  Similarly, the geometry of the basin is also 

an effective way of controlling salinity, i.e. the design of a shallow basin ensures water spills regularly. 

 

Construction Guidelines 

Sediment basins shall be located in an area clear of construction activities and above any existing 1 in 5 year flood 

level.  Clearing of the construction footprint shall be undertaken to ensure the site is free of debris.  The basin shall 

be constructed so the overflow is at natural ground level, negating the need to build a dam wall and engineer a major 

spillway. 

The basin shall be excavated and shaped ensuring the final basin length to width ratio is 3:1.  Side slopes should not 

exceed 1V:5H for safe access during maintenance periods.  The minimum recommended embankment crest width is 

4 metres unless recommended otherwise by a geotechnical professional. 

It is recommended that the sediment basin be 5 metres wide with an access road along one side of the basin if 

construction is undertaken using a moxy.  Alternatively, if the basin is excavated to a width of 10 metres then an 

access road shall be provided along both sides of the basin or an internal access ramp would be required. 

A wet basin overflow shall be lined with a geotextile material before dumping rock over the surface for stability and to 

dissipate flow energy over the overflow. 
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Monitoring 

Monitoring and subsequent maintenance of sediment basins shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

Inspections shall identify: 

 Basins which are receiving flows from clean water catchments. 

 Excess sediment deposits exceeding the design sediment storage zone volume.  This can easily be 

identified by driving a depth indicator post into the basin clearly indicating the sediment storage depth. 

 Erosion occurring downstream of the overflow outlet. 

 

Engineering design of a sediment basin should ensure captured water is discharged with acceptable water quality 

parameters. 

 

Maintenance 

Clean water catchments and drains shall not be discharged into a sediment basin.  Catch drains shall divert clean 

water around a sediment basin and discharge directly into the environment.  This will aid in reducing the total 

storage volume required in the sediment basin as well as reduced costs associated with the construction. 

 

When the basin is full (i.e. exceeds the marked sediment storage zone depth indication) an excavator shall be used 

to clean out the basin.  Prior to de-silting, the basin will need to be drained or pumped completely empty.  An 

additional period shall be allowed for drying of the sediment.   

Water quality parameters must meet the regulatory requirements at the point where runoff leaves a site.  However, 

it shall be noted that it may still be acceptable for the water quality at the sediment basin discharge point to not 

meet these requirements if additional downstream sediment control devices are located downstream of the basin 

i.e. a grass buffer zone. 

 

Evidence of scour downstream of the sediment basin discharge point indicates concentrated flows with high 

velocities.  Consider rock lining the overflow outlet to aid in dissipating the flow energy.  The overflow outlet may be 

flared to spread the flow and reduce the discharged flow depth. 

 

Sediment basins shall be filled in and rehabilitated only after all construction and rehabilitation works have been 

finalised.  The sediment basin can be abandoned only once sufficient vegetation cover is achieved.  The basins will 

eventually silt up and disappear into the catchment. 
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Description 

A buffer zone is a vegetated area, generally a grassed 

area, provided around the perimeter of an earthworks 

footprint.  Its primary purpose is to reduce sediment 

transportation by acting as a ‘sediment trap’.  The zone 

reduces velocities of overland flow to allow settlement 

and entrapment of suspended particles. 

 

A strip of vegetation should be well established prior to 

utilising the buffer zone for sediment control. 

 

  

 

Advantages Limitations 

 Mostly suited to sandy soil to control bed load 
sediment runoff 

 Can provide some degree of turbidity control while 
the buffer zone remains unsaturated 

 Appropriate for sheet flows only 

 Limited to slopes less than 1V:10H 

 Most suitable for bed load sediment but less 
effective for capturing suspended solids 

 

Design Principles 

Buffer zones are formed by establishing vegetation around the perimeter of the disturbed site.  The wider and more 

dense the buffer zone is, the more effective this control method is at reducing sediment runoff.  Buffer zones shall be 

a minimum width of 6 metres or 5 times the upstream slope percentage, whichever is greater. 

Buffer zones need to be of adequate length that sheet flow does not run off the surface and around the vegetated 

zone.  As a general rule, the minimum length of a buffer zone should be the same as a sediment fence.  That is, 15 

metres or 5 times the percentage of the upstream slope, whichever is greater. 

Upstream Slope 
Buffer Zone Length 

(metres) 

Up to 1V:33H 15 

1V:25H 20 

1V:20H 25 

1V:10H 50 

If a large amount of sediment is expected, the construction of a sediment fence upstream of the buffer zone will 

improve the overall performance of the sediment control.  The upstream erosion controls shall also be improved to 

limit the amount of sediment in a buffer zone. 
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Construction Guidelines 

A buffer zone shall generally be located at least 50 metres from the earthworks clearance footprint.  A visible 

structure, such as a fence, should generally be constructed around the buffer zone to clearly identify the area and 

prevent traffic from driving over it. 

The upstream surface must be shaped to ensure sheet flows are produced evenly along the buffer zone.  Similarly, 

the buffer zone shall be a constant grade and free of gullies and rills. 

Buffer zones are most effective in areas where vegetation is well established prior to allocation of the buffer zone.  

Vegetation shall be a minimum of 50 millimetres high and must cover at least 80% of the surface to be effective in 

controlling bed load sediment runoff. 

 

Monitoring 

Monitoring and subsequent maintenance of a buffer zone shall occur pre and post wet season and after specific 

rainfall events as identified in the Monitoring Schedule guideline. 

 

Monitoring inspections should involve: 

 Identifying concentrated flow paths within the buffer zone and bypassing flows around the zone.   

 Investigation into where excess sediment deposits are coming from and why they are occurring.  It is to be 

noted that sediment is expected to be contained within the first half of the buffer zone. 

 Ensuring no traffic disturbance in the area. 

 

Maintenance 

Channels and deformations in the ground shall be filled in and re-seeded.  If concentrated flow persists, upstream 

conditions shall be investigated or an alternative type of sediment control should be utilised. 

 

Removal of excess sediment deposits in the buffer zone should be undertaken when they exceed the minimum grass 

length of 50 millimetres.  Broadleaf weed control must be maintained during the construction period to promote the 

growth of grass vegetation. 

 

Maintenance of fences around the zone shall occur until construction works are complete.  Buffer zones do not need 

to be removed upon completion of the works. 
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Pre Wet Season 

For both the New South Wales and Queensland operations, the wet season is generally defined as 1
st
 November to 

the 31
st
 March, although the distinction is more pronounced in Queensland due to the influence of tropical weather 

conditions. Remedial works identified in the post wet season inspection should have occurred in the post wet season 

maintenance period.  To ensure the ESC works are in a functional condition prior to the wet season, inspection of the 

ESC works shall be undertaken again during September, with the intent that any additional identified maintenance will 

be undertaken in October, prior to the wet season.  

The pre wet season inspection is required for all ESC works (critical and non-critical). The condition and any identified 

remedial works identified during the inspection shall be documented for each ESC structure. Identified remedial 

works shall be undertaken during October to ensure the ESC works are fit for use.  

Storm Events 

The intent of the storm event triggers is to ensure that monitoring of the ESC works is responsive to the climate 

conditions experienced at the site. It is recommended that two trigger values be selected, defined as: 

 Trigger storm event is the rainfall depth that if received in a 24 hour period will require site personnel to 

inspect and document the condition of the critical ESC works. 

 Significant storm event is the rainfall depth that if received in a 24 hour period will require site personnel to 

inspect and document the condition of the critical and non-critical ESC works.  

Review of long term historical rainfall data for a number of the New South Wales and Queensland operations has 

been undertaken to establish a relationship between daily rainfall totals and average yearly occurrence. It was found 

that this relationship did not vary greatly between the operations, with the developed trend shown in Figure 1. 

 

Figure 1 – Rainfall trigger 

Based on the Figure 1, it is recommended that the following trigger values be adopted: 

 Trigger storm event: 22 millimetres per day to 25 millimetres per day 

 Significant storm event: 45 millimetres per day to 50 millimetres per day 

Documentation Requirements 

At a minimum, each inspection shall be documented by photographs and a summary of the identified maintenance 

requirements for each inspected ESC device. This information shall be captured into the site’s data management 

system to ensure that required maintenance may be tracked.  

Capture of the monitoring inspections into the data system forms part of the requirements to demonstrate compliance 

with regulatory requirements. Failure to suitably document monitoring inspections may expose Peabody to regulatory 

non-compliance risk.  
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APPENDIX E: Risk Assessment Matrix
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APPENDIX F: Example of Sediment Dam Construction Certification 
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APPENDIX G: Wambo Topsoil Stripping Permit
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